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CONDUCTOR SCHEDULE

CONDUIT RUN NUMBER

AWG CIRCUIT PHASE NUMBER OF WIRES

LIGHTING        240V
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8-PHASE TEXT ON LEVEL 8

LOOP DUCT-NO. 14 THWN IN ORANGE PVC TUBING, IMSA 51-5.

NUMBER OF 2 CONDUCTOR SHIELDED COMMUNICATION CABLES, IMSA 50-2.
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4-PHASE TEXT ON LEVEL 4

A CRIMP CONNECTION SHALL BE USED FOR SPLICING IN PULL BOX.
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IMSA CABLE 19-1, #14 AWG, 20 CONDUCTOR
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STATION

THE CABLE SHALL BE TAGGED AS TO

ASSIGNED PHASE.

INBOARD & SIDEMOUNT

IMSA CABLE 19-1, #14 AWG, 4 CONDUCTOR & 7 CONDUCTOR
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INDIVIDUAL CONDUCTORS IN THE CABLE SHALL BE TAGGED 

AS TO ASSIGNED PHASE.
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THE IMSA 20-CONDUCTOR, 7-CONDUCTOR AND 4-CONDUCTOR CABLES SHALL BE #14 AWG IMSA 19-1.
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CONDUIT SIZE IN INCHES

CABLE #2 SHALL BE MARKED WITH 2 INDIVIDUAL 3 / 8 INCH 

WIDE STAINLESS STEEL BANDS, SIDE BY SIDE WITH A 1 / 2   

INCH GAP BETWEEN BANDS, AT EACH PULL BOX LOCATION.  
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